
Beta CW Datasheet
Industrial Laser Diode Module



The Beta CW is a robust, high quality industrial laser diode module. This cost effective OEM solution is 
suitable for a wide range of applications.  Two models are available, either a CW version (two leads) or a 
version which incorporates a TTL modulatable input capable of 100Hz (three leads).

The electrically isolated 15(Ø) x 46(L) anodised aluminium barrel houses an industrial grade laser diode, 
protected drive electronics, collimating lens and flying leads.  A wide range of line generating optics 
and projection optics are also available.

For each model a wide range of wavelengths (635-980nm), powers (0.36 to 200mW) and user adjustable 
A/R coated collimating lens options are available, each combination having been carefully selected to 
provide you optimum performance, while ensuring the laser diode is never over driven.

The Beta CW can be supplied with a choice of mounting accessories that allow you to aim the laser in 
almost any direction whilst securing the laser to a machine or workbench.

A comprehensive range of accessories including mounting clamps, rail systems, laser safety glasses 
and enhancement glasses are also available to complement the Beta CW. Please contact your local 
distributor or Global Laser on sales@globallasertech.com if you wish to discuss your application or 
require a customised solution.

Beta CW



Mechanical Specification

Mass (grams) 16.5

Dimensions (mm) Ø15 x 46

Housing Material Black Anodised Aluminium

Isolated Body Yes

Lead Length (mm) 250

Optical Options

Diode Power (mW) 0.8 to 200

Wavelength (nm) 635 to 980

Beam Size at Aperture (mm) 5 by 2

Beam Divergence (mRad) <0.5

Minimum Focus Distance (mm) 25

Spot Size @ Minimum Focus (µm) <50 *

Power Stability Over Temperature Range ±3.6% #

Bore Sighting (mRad) ≤10

Enviromental Information

Operating Case Temperature (°C)

635, 650 & 808nm -10 to +45 (Note 1)

670, 685, 785 & 850nm -10 to +55 (Note 1)

980nm -10 to +35 (Note 1)

Storage Temperature (°C) -10°C to +80°C

Operating Humidty (%RH) 90 non condensing

MTTF @ 25°C (hrs) See Lifetime Data

Electrical Specification

635nm Models Only All Other Models

Red Lead (Vdc) +3.5 to +5 N/A

Green Lead (V) 0 0

Black Lead N/A -5 to -8

Blue Lead N/A TTL Enable

Operating Current at 25°C (mA) ≤70

Reverse Polarity Protection Yes

TTL Input N/A Active Low

Frequency Range (Hz) N/A ≤100 #

NOTES 
* Varies with Laser Diode Type 
# Varies with Laser Diode type and output power.  This data is based on Beta CW 670nm, 3mW 
Note 1: The operating case temperature range is dependant on the laser diode fitted.  The quoted information is the typical 
range.  Some wavelengths and powers may have a wider operating temperature range.  Please contact us for the temperature 
range for individual models 
Specifications are typical at 25° unless otherwise stated

Specifications



Line Lens Assemblies
L4 Line Lens: Produces a gaussian line with a full fan angle of typically 8°.
L8 Line Lens: Produces a gaussian line with a full fan angle of typically 16°.
LW53: Produces a gaussian line with full fan angle of typically 90°.
Please note other fan angles are available on request.

Projection Lenses
See Options & Accessories section for more infomation on the projection optics available.

Optional Collimating Lens

Optical Information

TTL Information

The Beta CW laser modules are available in the following lens types.

Standard Collimating Lens

C1 Lens
Collimating lens with an aperture of  1mm which produces a circular collimated beam or 

focused spot.

C1.5 Lens
Collimating lens with an aperture of  1.5mm which produces a circular collimated beam or 

focused spot.

C2 Lens
Collimating lens with an aperture of  2mm which produces a circular collimated beam or 

focused spot.

C3 Lens
Collimating lens with an aperture of  3mm which produces a circular collimated beam or 

focused spot.

HG Lens
High quality glass aspheric lens which produces a elliptical collimated beam or well defined 

spot over longer working distance.

S Lens Produces an elliptical collimated beam or elliptical focused spot.

The Beta CW has a third blue input lead which allows the user to turn the laser output on and off via 
TTL signal levels.  Frequency bandwidth is typically ≤100Hz and the output is inverted.  The blue input 
lead can also be used as enable input to allow the user to switch the laser off with a voltage.  The input 
voltage is positive in relation to the green lead.  An input signal of < 0.4V = on and an input signal level 
≥2V = off. 



Standard Wavelengths & Output Power Options

635nm 0.36, 0.8, 1.5, 2.8, 5mW

650nm 2.8, 5, 20mW

670nm 0.8, 2.8mW

785nm 2.8mW

NOTES
Please note that all wavelength tolerance can vary typically by ±10nm
The listed powers are output powers after the standard collimating lens (S Lens)
Modulation specification can vary with output power and wavelength

Wavelengths & Diode Power Options

635nm Up to 40mW

650/660nm Up to 100mW

670nm Up to 10mW

685nm Up to 50mW

785nm Up to 90mW

808nm Up to 200mW

850nm Up to 50mW

980nm Up to 50mW

Custom Please contact us with your enquiries

NOTES
Please note that all wavelength tolerance can vary typically by ±10nm
The listed powers are laser diode powers.  Output powers will be lower and not all powers will be available with all the lens options.
Modulation specification can vary with output power and wavelength

Below is a table of our standard wavelengths and powers for the Beta CW. 

Powers & Wavelengths

If none of our standard options options meet your requirements then we can offer a wide range of 
other wavelength and power options.  Please contact us if your requirements are not covered by any 
of these.



Options & Accessories
The Beta CW range has a wide range of options to suit a variety of applications. These options include 
mounting clamps, laser safety glasses, enhancement glasses, projection lenses and micrometer 
spanner.

Mounting Clamps
The heavy duty mounting clamp allows the Beta CW to be securely fixed at any required direction or 
angle.  The base plate has a series of threaded holes which allows the clamp to be fixed directly onto 
a machine or workbench. An optional magnetic base is also available.

The pillow block bearing mount contains a spherical rolling element that serves as a rotational 
bearing. Enables quick adjustment of the direction in one quick and easy movement without the 
need for an Allen key. The bearing also provides enough fiction to keep the pointing direction stable. 

The swivel clamp provides 180° tilt movement and ±45° swivel. Its base has a series of holes that 
allow the swivel clamp to be fixed directly onto a machine or workbench. For more information on 
any of these options please refer to the Accessories Datasheet.

Heavy Duty Mounting Clamp Magnetic Mounting Base Adjustable Swivel Clamp Pillow Block Bearing Mount

Laser Enhancement Glasses
To compliment our wide range of alignment laser diode modules we have introduced a range of Red 
Laser Enhancement Glasses. These enhance projections in the red wavelength range (630-670nm) 
by blocking light in other wavelengths, thus improving the visibility in outdoors or bright lighting 
condition’s. The glasses also meet ANSI Z87 impact standard. 

Red Laser 
Enhancement Glasses

Please Note: these are not laser safety glasses, but are conventional safety glasses that enhance the visibility of green wavelengths and do not 
protect the wearer’s eye from the laser. It is recommend that these glass are only used with lasers were the output power conforms to class 2 
and 2M.



Laser Safety Glasses
To compliment the Beta CW range there are a number of laser safety glasses. These provide a 
protection or block out for a wide range of wavelengths. Below is an example of some of the available 
styles.  For more information on any of the options please refer to the Laser Safety Glasses Datasheet.

Overglasses Style Wraparound Style

Micrometer Spanner
Used to securely tighten the locking ring (see drawing B) on the line lens assembly in to place.   This 
will prevent any movement.

Micrometer Spanner

Projection Lenses
A range of diffractive optical elements (DOE) are available to provide various patterns such as 
crosses, circles and random patterns for applications such as 3D mapping, surface texture analysis, 
alignment and general machine vision applications.  

Multiple LinesViewfindersSolid Circles, Dot 
Circles & Multiple Rings

Dot Array

Crosses GridsRandom Pattern Homogenous, 
Gaussian &  Dot Lines



The Beta CW range is supplied with a 12 month parts and labour warranty. Our manufacturing 
operations are certified to ISO9001:2015.

Our lasers are compliant to IEC 60825-1:2014 standards. The lasers fall within one of the following 
classifications depending on power and wavelength. Examples of the labels are shown below.

Laser Safety

Quality & Warranty
Class 3B Laser Label
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IEC 60825-1:2014

LASER RADIATION

AVOID EXPOSURE TO BEAM

CLASS 3B LASER PRODUCT

<500mW CW 400-695nm
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Product Description & Name 

Product Code 

Serial Number 

Class 3B IR Laser Label
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IEC 60825-1:2014

INVISIBLE LASER RADIATION

AVOID EXPOSURE TO BEAM

CLASS 3B LASER PRODUCT

<500mW CW 700-980nm
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Product Description & Name 

Product Code 

Serial Number 

Class 3R Laser Label
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IEC 60825-1:2014

LASER RADIATION

AVOID DIRECT EYE EXPOSURE

CLASS 3R LASER PRODUCT

<5mW CW 400-695nm
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Product Description & Name 

Product Code 

Serial Number 

Class 2 Laser Label 
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IEC 60825-1:2014

LASER RADIATION

DO NOT STARE INTO BEAM

CLASS 2 LASER PRODUCT

<1mW CW 400-695nm
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Product Description & Name 

Product Code 

Serial Number 
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IEC 60825-1:2014

CLASS 1 LASER PRODUCT
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Product Description & Name 

Product Code 

Serial Number 

Class 1 Laser Label 

Lifetime

635nm 650/660nm 670nm 685nm 780nm 808nm 850nm 980nm

SIGMA ≥29,000 ≥88,000 ≥120,000 ≥100,000 ≥90,000 ≥35,000 ≥88,000 ≥12,000

NOTES
This is the minimum MTTF for each wavelength.  Other models may have a longer MTTF.  Please call us for individual data. 

The case temperature should be kept within the specified range at all times, failure to do this could 
result in shortened lifetime or diode failure. As a guide, laser diode lifetime decreases by a factor of two 
(approx) for every ten degree increase in operating temperature.  

Below is a list of the available standard wavelengths for each model and the releveant MTTF specified in 
hours.  All data was measured at 25°C.



 A) Beta CW

B) Beta CW with External Optic

Mechanical Dimensions
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T: +44 (0)1495 212213 
F:+44 (0)1495 214004 

E: sales@globallasertech.com 
www.globallasertech.com 

Global Laser Ltd 
Unit 9-10 

Roseheyworth Business Park 
Abertillery. Gwent  NP13 1SP  UK

For further information about any of our products please contact 
your local distributor or you can contact Global Laser in the UK. 

Your Local Distributor Is:

Please Note: Global Laser reserve the right to change                   
descriptions and specifications without notice.

9090-05-030 Rev 3 20/01/2023

Manufacturing 
Operations Certified 

to ISO9001


