
Thank you for purchasing the BlueLyte PWM laser. This laser emits a Blue / Violet spot/projection. 

If you have any queries or require help when using the BlueLyte PWM range please call us on +44(0)1495 
212213 or contact your local representative.

The PWM version allows you to use pulse width modulation of the intensity from a TTL level input 
signal, within the limits of the laser diode modules maximum rise and fall time. You can therefore control 
the mean intensity of the laser beam simply by changing the mark to space ratio, modulate the laser 
with coded information or synchronize with external measurement device such as a machine vision 
camera.

Further flexibility is provided by a choice of collimating lens providing circular or elliptical beams. The 
user adjustable collimating lens allows simple adjustment to provide a collimated beam or a focused 
spot at a required distance. A wide range of line generators and projection patterns are also available.

A wide range of output powers is available which combined with the compact 15mm diameter housing 
with a robust industrial connector and choice of optional mounting clamps provides a complete blue 
laser solution.

Product Overview

BlueLyte PWM Userguide



BlueLyte PWM

Pin 1 Red Lead +10 Vdc ±250mV

Pin 2 Black Lead 0 Vdc

Pin 3
Yellow (DNI) Supply

Yellow (DI) O Volts

Pin 4 Blue Lead V supply if not using as enable switch

A: CW Mode
To operate the laser in CW mode, the Red, Black and Blue leads should be connected as below.  If you 
have purchased a DNI (Digital non inverted) model, connect the yellow lead to supply, if you have 
purchased a DI model (Digital inverted) model connect the yellow lead to 0 volts.

BlueLyte PWM

Pin 1 Red Lead +10 Vdc ±250mV

Pin 2 Black Lead 0 Vdc

Pin 3 Yellow Lead Input TTL Signal

Pin 4 Blue Lead V Supply if not using as enable switch

B: TTL Mode
The BlueLyte PWM version allows the unit to be gated on and off, or pulse-width modulated at TTL 
voltage levels via the yellow control lead. The standard version (DNI) offers non inverting TTL where 
an input signal of TTL Low = off and TTL High = on and vice versa for the inverted (DI) model. 
Frequency bandwidth is typically 500 KHz. Rise Time: 1 μs (typical).

Blue Lead (Enable Switch)
An on/off switch function is available via the blue wire. Applying 0V will switch the laser off whilst 
applying Vsupply leaves the laser on. This is partially useful for safety interlocks or enable switch’s 
required for laser safety systems.  A TTL switch can also be utilised via this lead. TTL High = on and 
TTL Low = off. Maximum frequency is typically 100 Hz. If not using these function please connect 
the lead to the V supply or the laser will not switch on.

Product Operation



Focus Adjustment
The focus of the laser can be adjusted by using the supplied focus key. Should you need to
adjust the focus please follow the instructions below.

1. Remove any external optics, where fitted (see diagram B).
2. Insert focus key into laser barrel and align with focus control groves.
3. Turn the focus key until desired focus is achieved.
4. Replace the external optics if fitted and rotate to achieve the desired projection.

Cleaning The Optics
It is recommended that when the BlueLyte PWM laser in not in use the supplied protective cap is 
placed over the optics to reduce the risk of being contaminate by dirt.

If the laser pattern becomes fuzzy or unclear, please check the following:

1. Check the laser is in focus.
2. Remove contaminants with a compressed air duster.
3. Contact Global Laser or your local representative if you still have issues.

Note: Handle optics with care using powder-free latex or nitrile gloves. These prevent the transfer 
of oils and debris from hands to optics.



Mounting & Heatsinking
The lifetime and stability of your laser can be optimised when mounted on a suitable heat sink. This 
allows the case temperature to be kept within its specified range. Failure to properly heat sink your 
laser device could result in shortened lifetime or failure of the diode. As a general guideline, the 
lifetime of a laser diode decreases by a factor of two (approx.) for every 10°C increase in operating 
temperature.

There are two mounting clamps available for the BlueLyte:  heavy duty clamp (with/without magnetic 
base) and swivel clamp.

Mounting the BlueLyte in the Heavy Duty Clamp (See drawing C)
1. Secure the clamp to a surface. There are two methods:
   a. Screw an M5 stud to the bottom of the base, or
   b. Remove the base by removing 2 x grub screw B with the supplied Allen key, then thread an M5   	
   cap screw through the top of the base. Then re-attach the base to the body of the  clamp.
2. Loosen Allen screw A with the supplied Allen key
3. Slide your laser into the mounting hole and then tighten Allen screw A
4. Loosen grub screw A
5. Adjust the vertical angle of your laser and then tighten grub screw A
6. Loosen 2 x grub screw B. This will allow the main body of the mount to be rotated independently 
of the base
7. Adjust the horizontal angle of your laser and then tighten 2 x grub screw B

Mounting the BlueLyte in the Heavy Duty Clamp with Magnetic Base (See drawing C& D)
1. Secure the magnetic base to the Heavy Duty Clamp
   a. Screw the stud on the top of the magnetic base into the centre hole at the bottom of the
   Heavy Duty Clamp
2. Remove the keeper from the magnetic base and place on a ferrous surface
3. Loosen Allen screw A with the supplied Allen key
4. Slide your laser into the mounting hole and then tighten Allen screw A
5. Loosen grub screw A
6. Adjust the vertical angle of your laser and then tighten grub screw A
7. Loosen 2 x grub screw B. This will allow the main body of the mount to be rotated independently
of the base
8. Adjust the horizontal angle of your laser and then tighten 2 x grub screw B



Safety & Classification
These modules are intended for incorporation into customer equipment. They are classified in 
accordance with IEC60825-1 2014, which should be consulted prior to designing or using any laser 
product. The following labels are supplied for attachment to the customer’s equipment, but 
responsibility for compliance with the standard remains with the user.

Class 2 Laser Label 
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IEC 60825-1:2014

LASER RADIATION

DO NOT STARE INTO BEAM

CLASS 2 LASER PRODUCT

<1mW CW 400-695nm
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Product Description & Name 

Product Code 

Serial Number 

Class 3B Laser Label 
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IEC 60825-1:2014

LASER RADIATION

AVOID EXPOSURE TO BEAM

CLASS 3B LASER PRODUCT

<500mW CW 400-695nm
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Product Description & Name 

Product Code 

Serial Number 

Class 3R Laser Label 
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IEC 60825-1:2014

LASER RADIATION

AVOID DIRECT EYE EXPOSURE

CLASS 3R LASER PRODUCT

<5mW CW 400-695nm
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Serial Number 

Mounting the BlueLyte in the Swivel Mounting Clamp (See drawing E)
1. Secure the mounting base to a surface
   a. You can use 2 x Ø9 mm slots, 4 x Ø4.5 mm holes, and/or 2 x Ø3.5 mm countersunk holes to    	
   achieve this. If mounting via Ø3.5mm countersunk holes, the swivel bracket must be removed
   from the base and then reattached after mounting.
2. Loosen A llen screw A (M3)
3. Slide your laser into the mounting hole and then tighten Allen screw A
4. Loosen Allen screw B (M5)
5. Adjust tilt angle and then tighten Allen screw B
6. Loosen 2 x M4 screws attaching swivel bracket to base
7. Adjust swivel angle and then tighten 2 x M4 screws



Diagrams

Warranty & Repair
If your product develops a fault within 12 months from the date of purchase Global Laser
will repair / replace the product. If you wish to return a faulty product contact your local
representative or Global Laser to obtain a RMA (Return Material Authorisation code) and return to 
the address below:

Global Laser Ltd
Unit 9-10
Roseheyworth Business Park
Abertillery
Gwent, NP13 1SP
United Kingdom

A) BlueLyte PWM

B) BlueLyte PWM with External Optics
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Drawings are not to scale.

E) Swivel Mounting Clamp
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C) Heavy Duty Mounting Clamp D) Magnetic Clamp
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T: +44 (0)1495 212213 
F:+44 (0)1495 214004 

E: sales@globallasertech.com 
www.globallasertech.com 

Global Laser Ltd 
Units 9-10 

Roseheyworth Business Park 
Abertillery. Gwent  NP13 1SP  UK

For further information about any of our products please contact 
your local distributor or you can contact Global Laser in the UK. Your 

Local Distributor Is:

ISO9001 Certified

Please note: Global Laser reserve the right to change descriptions 
and specifications without notice.
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