
Thank you for purchasing  the Synchronous Detector.  If you have any queries or require help 
when using the Synchronous Detector Range please call us on +44(0)1495 212213 or contact 
your local representative.

The Synchronous Detector is designed as a companion to the Global Laser TTL modulated range 
including the Gated Cameo and TTL options of the Acculase, Lyte-MV, Firefly and Imatronic 
range. 

The modular design of the Synchronous Detector incorporates a novel frequency matching 
facility to only detect a specific light source therefore giving a significantly high ambient light 
rejection to, facilitate use in both indoor and bright outdoor conditions.  This also makes the 
Synchronous Detector ideal for use in specific point source critical applications, particularly in 
high light noise conditions. Detection of light is indicated by a TTL logic level output as well as a 
visual LED indication.

A removable front sleeve and M12x1 threaded front mounting options of either clamping of the 
15mm diameter module with sleeve fixed allows or screwing to a bulkhead.

The integrated optics produce a wide acceptance angle which 
further increase this detector’s extensive capabilities.

1. Product Overview

Synchronous Detector Userguide



2. Product Operation

Pin Wire Colour Description
Connection Connection

Method 1 Method 2

Pin 1 Red Lead +V +5V +5 Volts

Pin 2 Black Lead 0V Reference 0V 0 Volts

Pin 3 Yellow Lead Modulation Signal Out Not Connected
Connect to Laser Modulation 

Wire (Reference to 0V)

Pin 4 Blue Lead Detection Indication Signal Out Signal Out

NOTES
0V Connection of both laser and detector must be common in method 2

The detector achieves its immunity to ambient light by only detecting light of a specific pre-set 
frequency which is provided by the detector.  The system can be set up in one of two ways: - 

1) Modulating the laser with an external TTL source, frequency matched to the detector signal.

2) Modulating the laser with the modulation output of the detector by connecting the detector 
and laser third pins (yellow wires) together, the 0V references should also be common.
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Detector Outputs

Modulation Signal Out

The detector pin 3 provides a high impedance TTL logic level output signal of the chosen 
frequency which can be used as the modulation signal to the laser.  The 0V reference of both the 
laser and detector need to be common to achieve the correct signal.

The Output Signal of the Detector 

The detection indicator provided by pin 4 is an inverted TTL logic level signal that can be applied 
and used as required.  A TTL logic level low will be seen when only light of the chosen frequency 
is seen applied to the detector.  An LED indicator on the rear of the detector also shows when 
this condition is achieved.



The front sleeve of the Hawkeye can be removed to expose a thread front barrel (M12X1 
Thread) which can be used to mount the Hawkeye to a bulkhead or a mounting plate. 
Alternatively the sleeve can be left in place and a mounting clamp can be used.

There are two mounting clamps available as standard from Global Laser for the Hawkeye. 
Global Laser’s Heavy Duty Clamp has parallel and vertical adjustment which allows the user 
to aim the laser in any required direction or angle, the robust aluminium construction also 
assists in preventing movement due to shock and vibration. The Base plate of the Heavy Duty 
Clamp has a series of threaded holes to allow the Heavy Duty Clamp to be securely fastened 
to stable surface.  An Magnetic Base is also available which simply screws in to the Base of the 
Heavy Duty Clamp and allow it to be fitted to a ferrous surface.

3A Mounting the Hawkeye in the Heavy Duty Clamp
1. Un-tighten Allen screw A (see drawing C) with the supplied Allen key
2. Slide the laser into the mounting hole (see drawing C) and tighten Allen key A.
3. For vertical adjustment of the laser un-tighten Grub screw A (see drawing C). This will allow 
the section mounting the laser to be adjusted. When the vertical posting is complete re-
tighten grub screw A. 
4. For horizontal adjustment of the laser un-tighten Grub screw B (see drawing C). This will 
allow the main body of the mount to be moved. When the horizontal positing is complete re-
tighten grub screw B. 
5. To secure the Heavy Duty Clamp to a surface machine screw or studs can be used in 
conjunction with the base section (see drawing C for thread details) .

3B Mounting the Hawkeye  Detector in the Heavy Duty Clamp with the Magnetic Base
1. Un-tighten Allen screw A (see drawing C) with the supplied Allen key.
2. Slide the laser into the mounting hole (see drawing C) and tighten Allen key A.
3. For vertical adjustment of the laser un-tighten Grub screw A (see drawing C). This will allow 
the section mounting the laser to be adjusted. When the vertical posting is complete re-
tighten grub screw A. 
4. For horizontal adjustment of the laser un-tighten Grub screw B (see drawing C). This will 
allow the main body of the mount to be moved. When the horizontal positing is complete re-
tighten grub screw B. 
5. To secure the Magnetic Base to the Heavy Duty Clamp simple screw the stud on the top of 
the Magnetic Base into the centre hole in the base of the Heavy Duty Clamp until tight.
6. Remove the keeper from the Magnetic Base and place on a ferrous surface to secure.

3. Mounting



3C Mounting the Hawkeye  Detector in the Swivel Mount
1. Un-tighten Allen screw A (see drawing D) 
2. Slide the laser into the mounting hole (see drawing D)  and tighten Allen key A.
3. For vertical adjustment of the laser un-tighten allen screw B (see drawing D). This will allow 
the section mounting the laser to be adjusted. When the vertical posting is complete re-
tighten Allen screw B. 
4. For horizontal adjustment of the laser un-tighten Allen screw C (see drawing D). This will 
allow the main body of the mount to be moved. When the horizontal positing is complete re-
tighten Allen screw C. 
5. To secure the  swivel mount to a surface screws, machine screw can be used in conjunction 
with the Base section (see drawing D for thread details). 

4. Warranty & Repair
If your product develops a fault within 12 months from the date of purchase Global Laser
will repair / replace the product. If you wish to return a faulty product contact your local
representative or Global Laser to obtain a RMA (Return Material Authorisation code) and 
return to the address below:

Global Laser Ltd
Units 9-10 
Roseheyworth Business Park
Abertillery
Gwent, NP13 1SP
United Kingdom



5. Diagrams
A) Hawkeye Detector
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C) Heavy Duty Mounting Clamp

1 Hole Drill 4.2Ø & C/Bore 7.5Ø x 5.0 Deep at 1 End 
& Tap M5 x 6 Deep at the Other End
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D) Swivel Mount
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E) Magnetic Base
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T: +44 (0)1495 212213 
F:+44 (0)1495 214004 

E: sales@globallasertech.com 
www.globallasertech.com 

Global Laser Ltd 
Units 9-10 

Roseheyworth Business Park 
Abertillery. Gwent  NP13 1SP  UK

For further information about any of our products please contact 
your local distributor or you can contact Global Laser in the UK. Your 

Local Distributor Is:

ISO9001 Certified

Please Note: Global Laser reserve the right to change                   
descriptions and specifications without notice.

Drawings are not to scale.


